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EDMK-ITF-RS485-C2

EDMK-ITF-RS485-C2, Comptador d'energia trifasic, connexido a través de
transformador extern

Code: M31751. DESCATALOGADO

> Moduls: 3

> Tarifa: 1

> Comunicacions: RS-485

> Sortida Transistor: 2

> Parametres: kWh, kvarLh, kvarCh

Descripcio

Electronic three-phase meter (active and reactive energy) with an indirect connection for DIN rails or
adaptable to a panell; 4 quadrants (measures the active (kW-h) and reactive (kvar-h) energy consumed and
generated , both capacitive and inductive).

Other features include:

O Resettable partial counters

o Galvanic insulation transformers - ITF

o RS-485 Communications, depending on the type

o Two digital outputs with optoinsulated transistor

o Informs about possible connection errors on the display

o Measurement of 3 DIN rail modules

Aplicacio

o Utilitzat com a comptador redundant per verificar I'energia imputada per companyia. Com que és un equip
totalment precintable no és possible Ia seva manipulacio

o Tarificador: comptar energia en diferents tarifes (fins a 3, segons tipus). Usat per definir periodes de
facturacio diferents o per al control de diferents torns de produccio

o Control de costos per obtenir una ratio consum/unitat en processos industrials, etc. Aquest control facilita
la definicio de preus de cost més exactes

Data de creacio: 15/07/2025 - CIRCUTOR, SAU es reserva el dret a realitzar canvis técnics o modificar el contingut/imatges d'aquest document sense avis previ, per Pagina 1de 2
millorar-ne la fiabilitat, funcionalitat, disseny o per altras motius.
No accepta cap responsabilitat pels possibles errors, inexactitut o la possible manca d'informaci6



Circuter

om

ptador d'energia trifasic connexio a través de transformador extern

Pagina 2 de 2

EDMK-ITF-RS485-C2

Comptador electronic trifasic d'energia de connexio indirecta

per a carril DIN o adaptable a panell

Code: M31751.

Especificacions

Caracteristiques mecaniques

Mida (mm) amplada x algada x profunditat

Pes net (kg)

52.5 x 85 x 68 (mm)

Comunicacio série

0,198

Tecnologia / Tipus

RS-485

230 Vac power supply - Please check the encoding table for other values
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