
Adapters Page 1 of 1

Creation date: 19/07/2025 - CIRCUTOR, SAU reserves the right to make technical changes or modify the content/images of this document without prior notice, in
order to improve its reliability, functionality, design or for other reasons.
It accepts no liability for any errors, inaccuracies or possible lack of information in this document.

Page 1 of 1

IP64-C10-96

IP64-C10-96, IP 64 airtight seal for CVM-C10 (96x96),

Code: M5ZZ5T.

Specifications

Mechanical characteristics

Weight (kg) 0,023

Accessories-M5
Adapters

CODE TYPE Description

M5ZZ5U. IP65-AB-96 IP 65 airtight seal for CVM-AB (96x96)

M5ZZ5V. IP65-AB-144 IP 65 airtight seal for CVM-AB (144x144)

M5ZZ5T. IP64-C10-96 IP 64 airtight seal for CVM-C10 (96x96)

M5ZZ5W. IP64-C11-96 IP 64 airtight seal for CVM-C11 (96x96)

M5ZZF100000E3 Adap-Panel-D3M Panel adapter CVM-E3-MINI, RGU, CBS (72 x 72)

M5ZZF1. ADP CVM-MINI/RGU10/CBS4 Panel adapter CVM MINI / RGU-10 / CBS-4 (72 x 72)


