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OPTIM FRM-75-440

OPTIM FRM-75-440, Condensador fixo com reactdncia de rejeicdo de P=7%

Codigo: RS5Y3AO.
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> Secgdo de cabo (mm2): 50
> kvar (400 V): 62
> kvar (440 V): 75

> Poténcia de corte: 50 kA

> Tensdo de utilizagdo (V): 440

Descricao

The FRF / FRM Series capacitor banks with detuned filters have been designed for power compensation
purposes in motors and transformers with a constant load level, a high content of harmonics and where
there is a risk of resonance. Including:

o FRF: general protection with NH-00 fuses with a high rupture power (HRP) for the capacitor.

o FRM: general circuit breaker protection for the capacitor.

Aplicativo

Its application is mainly based on the compensation of transformers and motors. In general, it is used for the
compensation of installations under constant loads and where there is a high content of harmonics in the
network.
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OPTIM FRM-75-440

Condensadores fixos com reactancias de rejeicao de P=7%

Codigo: R5Y3AO0.

Especificagbes

Caracteristicas elétricas

Perdas (W) Dielétrico: < 0,2 W/kvar Total: < 0,5 W/kvar

Resisténcia de descarga 75V / 3 min

Sobretensdo 21 % 8 h over 24 h 15 % up to 15 min over 24 hours 20 % up to 5 min over 24
hours 30 % up to T min over 24 hours

Tensdo de reforco 440V

Tolerancia C +10 %

Caracteristicas mecanicas

Tamanho (mm) larg. x alt. x prof. 650 x 1060 x 420 (mm)

Gestao térmica Natural ou forcado de acordo com as opgdes
Fixacdo Vertical

Peso (kg) 96

Caracteristicas ambientais

Grau de protecdo IP 21

Humidade relativa (sem condensacao) 80%

Circuito de medigao de corrente

Sobrecarga permanente 1.3 1n
Normas
Seguranca Elétrica, Altitude maxima (m) 2000 m
Prestagdes
Componentes CF Capacitor Disjuntor tripolar geral para protecao. Filtros de residuos

sintonizados em 189 Hz para proteger os harmdnicos presentes na rede e evitar
fenémenos de ressondncia com harmonicos de ordem 5 ou mais. Incorpora um
termostato para desligar o degrau em caso de temperatura elevada (90 °C).

Protegao

Elemento Regeneracao dielétrica Fusivel interno Sistema de sobrepressao Vermiculita

OPTIM FRM
Condensadores fixos com reactancias de rejeicdo de P = 7% (fres=189 Hz), 50 Hz

cODIGO MODELO kvar (400 V) kvar (440 V) Secgdo de cabo (mm2)

Proteg3o por automatico tripolar, 440V, 50 Hz
R5Y350. OPTIM FRM-25-440 21 25 10
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OPTIM FRM-75-440

Condensadores fixos com reactancias de rejeicao de P=7%

Codigo: R5Y3AO0.

cODIGO MODELO kvar (400 V) kvar (440 V) Secgdo de cabo (mm2)
R5Y370. OPTIM FRM-37,5-440 31 375 16
R5Y380. OPTIM FRM-50-440 42 50 25
R5Y390. OPTIM FRM-60-440 50 60 35
R5Y3A0. OPTIM FRM-75-440 62 75 50
R5Y3BO. OPTIM FRM-100-440 83 100 70

Ver componentes de condensadores CFB e reactancias RZ /RBZ ver secgdo Condensadores e reactancias para baixa tensao. Secgdo de cabo para instalagdes com Un= 400 V. De qualquer modo, o instalador devera confirmar se cumpre as
disposicdes estabelecidas no regulamento de baixa tensdo segundo as particularidades de cada instalagao e tipologia de cabo,
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OPTIM FRM-75-440

Condensadores fixos com reactancias de rejeicao de P=7%

Codigo: R5Y3AO0.

Dimensoes
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